ATTACHMENT C:

Allowable Test Methods included in the District’s SIP

ASTM (as referenced
in 20 DCMR)

District Regulation (of 20 DCMR)
and Latest Effective Date

Latest EPA

Approval into SIP

Publication 0396-69, Standard

§ 199.1, definition of

Specifications for Fuel Oils "Distillate oil" 8/28/1995
D-4815-89, Sampling procedures for 5/9/2001
fuel volatility §502.18(b) 12/8/2000 (66 FR 23614)
Distillation Test D-244 § 599.1, Appendix 5-1 9/30/1993 (GiO’FZFZ@??%)
i i §599.1, Appendix 51; 10/27/1999
Method D-2879-86 §8 747.6: 770.7() & (¢) |  10/2/1998 (64 FR 57777)
Method D322-80, Gasoline Diluent 4/29/2013
in Used Gasoline Engine Oils by 8 706.10(a) 12/30/2011 (78 FR 24992)
Distillation
D-2369-81 (Procedure B) § 710.9(b), 716.12(b) 12/30/2011 (75 £R 24562)
88 710.9(c) , 716.12, 4/29/2013
D-3792-79 747 5 12/30/2011 (78 FR 24992)
E 260-91 88 716.8(a), 747.5, 799.1 12/30/2011 (73@322%32)
4/29/2013
D-3792-86 88 716.8(a), 747.5 12/30/2011 (78 FR 24992)
D 86-04b (pursuant to part of CARB 4/29/2013
Method 310) 88 734.1(b)(1), 734.6 12/30/2011 (78 FR 24992)
D 850-00 (pursuant to part of CARB 4/29/2013
Method 310) § 734.1(b)(2) 12/30/2011 (78 FR 24992)
D 1078-01 (pursuant to part of 4/29/2013
CARB Method 310) §734.1(b)(1) 12/30/2011 (78 FR 24992)
D 2879-97 (pursuant to part of 88 734.1(b)(1), 12/30/2011 4/29/2013
CARB Method 310) 734.1(b)(3) (78 FR 24992)
D 2887-01 (pursuant to part of 4/29/2013
CARB Method 310) §734.1(b)(1) 12/30/2011 (78 FR 24992)
E 1719-97 (pursuant to part of 88 734.1(b)(1), 12/30/2011 4/29/2013
CARB Method 310) 734.1(b)(3) (78 FR 24992)
D4359-90(2000)e1 §§ 734.4, 799.1 12/30/2011 (7;‘@3’ 2%32)
4/29/2013
D4457-85 §747.2 12/30/2011 (78 FR 24992)
Designation E 84-99, Standard Test 4/29/2013
Method for Surface Burning 88 778.5(a), 799.1 12/30/2011 (78 FR 24992)
Characteristics of Building Materials
Designation E 119-98, Standard Test 4/29/2013
Method for Fire Tests of Building 88 778.5(b), 799.1 12/30/2011 (78 FR 24992)
Construction Materials
S 4/29/2013
D_eS|gn_at|on D 523-89(1999) 8§ 778.5(c), 799.1 12/30/2011 (78 FR 24992)
Designation D 1613-96, Standard §8 778.5(c), 799.1 12/30/2011 4/29/2013

Test Method for Acidity in Volatile

(78 FR 24992)




ASTM (as referenced
in 20 DCMR)

District Regulation (of 20 DCMR)
and Latest Effective Date

Latest EPA
Approval into SIP

Solvents and Chemical Intermediates
Used in Paint, Varnish, Lacquer and
Related Products
Designation D 1640-95, Standard
Methods for Drying, Curing, or Film 4/29/2013
Formation of Organic Coatings at 88 778.5(1), 799.1 12/30/2011 (78 FR 24992)
Room Temperature
Designation D 4214-98, Standard
Test Methods for Evaluating the 4/29/2013
Degree of Chalking of Exterior Paint 88 778.5(g), 799.1 12/30/2011 (78 FR 24992)
Films
E2167-01, Standard Guide for 4/29/2013
Selection and Use of Stone 88 778.5(1), 799.1 12/30/2011
. (78 FR 24992)
Consolidants
Method D 4082-89, Standard Test
Method for Effects of Gamma 4/29/2013
Radiation on Coatings for Use in §799.1 12/S0/208L (78 FR 24992)
Light-Water Nuclear Power Plants
Method D 3912-80 (Reapproved 4/29/2013
1989) §799.1 12/30/2011 (78 FR 24992)
4/29/2013
E-260-96 §799.1 12/30/2011 (78 FR 24992)
4/29/2013
C67-07, C97-02, or C140-06 §799.1 12/30/2011 (78 FR 24992)
4/29/2013
E96/E96M-05 §799.1 12/30/2011 (78 FR 24992)




